IARU Region 1 VHF band plan 


Effective December 2020 (VGC Novi Sad) edited by ON4AVJ (02/12/2020) 


FREGUENCY SEGMENT (kHz) | MAX BANDWIDTH (Hz) PREFERRED MODE AND USAGE 


Coordinated Beacon Project 
Telegraphy 


50,000 - 50,100 500 


50,050 centre of activity 50,090 intercontinental centre of activity 
50,100-50,130: intercontental.Centre of activity: 50,110 
50,130-50,200: international. Centre of activity: 50,150 

General use. 50,285: crossband 

50.305 PSK Center of activity 

50.310 - 320 EME center of activity 

50.320 - 380 MS center of activity 


50,100 - 50,200 2700 SSB and Telegraphy 


50,200 - 50,300 2700 SSB and Telegraphy 


50,300 - 50,400 2700 Narrow band modes, MGM 


50,400 - 50,500 


50,500 - 52,000 


50.540 - 580 Simplex FM/DV Internet Voice Gateways 


80050708 50.600-50.700 Digital communications; including 50.630 DV calling 


none all mode 


KKLINN i EAST 


none all mode 


500 KHz all mode 


50,700 -50,900 


50,900 -51,200 


51,200 -51,400 


51.410 - 590 FM/DV Simplex 

51.510 FM calling freguency 

51.810 — 990 FM/DV repeaters output channels 
For wideband digital experiments 


51,400 - 52,000 


52,000 - 54,000 


70,000 - 70,090 
70,090 - 70,100 


70.185 Crossband center of activity 
70,100 - 70,250 2700 SSB, Telegraphy, MGM 70.200 Centre of activity CW/SSB calling 
70.250 Centre of activity MS 


70,250 - 70,294 


70,294 - 70,500 


144 MHz 


144,000 -144,025 all mode 


144.050 Telagraphy calling 
144.100 Random MS 
144.110-144-160 CW and MGM EME 


144.195-144.205 Random MS SSB 
144.300 SSB Centre of activity 


144,025 -144,100 Telegraphy 


144,100 - 144,150 500 MGM and Telegraphy 


144,150 - 144,400 2700 SSB, Telegraphy, MGM 


144,400 - 144,490 MGM and Telegraphy 


Personal weak signal MGM 


144,491 - 144,493 Beacons 


500 Experimental MGM 


144,500 - 144,794 


144,794 - 144,9625 


144,975 - 145,194 


145,194 - 145,206 


145,206 - 145,5625 


145,575 - 145,7935 


145,794 - 145,806 


145,806 -146,000 


